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The errata listed below describe situations where components of this revision perform differently than 
expected or differently than described in the data sheet. Maxim Integrated Products, Inc. may, at its own 
discretion, take future steps to correct these errata when the opportunity to redesign the product presents 
itself. Prior to that, Maxim has determined the following potential workarounds that customers may want to 
consider when addressing one of the situations described below.

This errata sheet only applies to components of this revision. These components are branded on the 
topside of the package with a six-digit code in the form yywwRR, where yy and ww are two-digit numbers 
representing the year and work week of manufacture, respectively, and RR is the revision of the component. 
To obtain an errata sheet on other die revisions, visit our website at www.maximintegrated.com/errata.

1) I2S IN SLAVE MODE CAN RECORD INCORRECT DATA IF A PARTIAL WORD IS RECEIVED 
DURING LEFT CHANNEL RECEPTION 

Description:
While in slave mode, receipt of a partial/truncated word in the left data channel loads incorrect data 
into the I2S Rx FIFO.

Workaround:
1) Do not enable the I2S peripheral while the I2S master is transmitting.

2) Ensure that the I2S master begins all transmissions with a complete word.

2) I2S DOES NOT OPERATE AS EXPECTED IF SPIMSSn_DMA. tx_fifo_lvl IS SET TO 0b000 

Description:
Transmit data may be corrupted if the I2S transmit FIFO is allowed to empty during a transaction.

Workaround:
The workaround for this erratum is incorporated in the relevant Maxim-supplied API. No user action is 
required when using the Maxim-supplied API.

In the case the user wants to implement their own API, the workaround is to set the SPIMSSn_DMA. 
tx_fifo_lvl to a value other than 0b000.

3) I2S PAUSE BIT MUST REMAIN SET A MINIMUM OF TWO LRCLK PERIODS

Description:
Software writes to the SPIMSSn_I2S_CTRL.i2s_pause bit require at least two LRCLK periods to be 
recognized.

Workaround:
Ensure software delays a minimum of two LRCLK periods between changes to SPIMSSn_I2S_CTRL.
i2s_pause.
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4) SPI MASTER DOES NOT OPERATE AS EXPECTED IF SPI TX_FIFO EMPTY FLAG IS USED

Description:
Transmit data may be corrupted if the TX_FIFO is allowed to empty during a transaction. 

Workaround:
The workaround for this erratum is incorporated in the relevant Maxim-supplied API. No user action is 
required when using the Maxim-supplied API. 

In the case the user wants to implement their own API, the workaround is to use the programmable TX 
FIFO threshold interrupt instead of the TX FIFO empty interrupt.

5) DISABLING THE I2C PERIPHERAL DURING A TRANSACTION ERRONEOUSLY SETS THE STOPI 
BIT

Description:
Disabling the I2C peripheral during a transaction erroneously sets I2Cn_INTFL0.stopi.

Workaround:
The workaround for this erratum is incorporated in the relevant Maxim-supplied API. No user action is 
required when using the Maxim-supplied API. 

In the case the user wants to implement their own API, the I2Cn_INTFL0.stopi should always be 
cleared before enabling the I2C peripheral.
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